
AIR COMPRESSORS
Portable Series /for light duty/ For General Purpose In Carrying Metal Case

Motor: 1/8 HP AC
Airflow: 12~16 lpm
Preset Max. Pressure: 80psi
Weight: 3.4 kgs / 7.5 lbs
Size: L26.5 x W14.5 x H17 cm
Equipped with 
Moisture trap / Pressure gauge
Pressure adjustable

•
•
•
•
•
•

•

AC-100

Motor: 1/8 HP AC
Airflow: 7~11 lpm
Preset Max. Pressure: 40psi
Weight: 2.6 kgs / 5.7 lbs
Size: L18.5 x W13.5 x H14 cm
Equipped with Pressure gauge, 
Airbrush holder
Pressure adjustable

•
•
•
•
•
•

•

#1A

Airf low: 6~7 lpm
Preset Max. Pressure:  28psi
Weight:  0.4kgs /  0.9 lbs
Size:  L10 x W5 x H10.5 cm

DC-25/ i / : with A
DC-25/ o / : with B + C + D
DC-25/io/: with A + B + C + D

•
•
•
•

DC-25 COLORS

Motor: 1/8 HP AC
Airflow: 7~13 lpm
Preset Max. Pressure: 45psi
Weight: 2.1 kgs / 4.6 lbs
Size: L17.5 x W11 x H16 cm
Equipped with Airbrush holder

• Optional 
Accessory

•
•
•
•
•
•

AC-55

Motor: 1/8 HP AC
Airflow: 12~13 lpm
Preset Max. Pressure: 50psi
Weight: 2.9 kgs / 6.4 lbs
Size: L17.5 x W16.5 x H15.5 cm
Equipped with Pressure gauge 
Pressure adjustable

•
•
•
•
•
•
•

AC-66/h/
Motor: 1/8 HP AC
Airflow: 12~13 lpm
Preset Max. Pressure: 50psi
Weight: 1.9 kgs / 4.2 lbs
Size: L18 x W12.5 x H17 cm
Equipped with Pressure gauge,
 Airbrush holder 
Pressure adjustable

•
•
•
•
•
•

•

AC-66
Motor: 1/8 HP AC
Airflow: 12~13 lpm
Preset Max. Pressure: 50psi
Weight: 2.9 kgs / 6.4 lbs 
Size: L16 x W15 x H18 cm
Equipped with Pressure gauge , 
Airbrush holder 
Pressure adjustable     

•
•
•
•
•
•

•

AC-27

Motor: 1/8 HP AC
Automatic type
Preset 40psi on/60psi off
Airflow: 12~16 lpm
Weight: 4.1 kgs / 9 lbs
Size: L22 x W14 x H22 cm
Equipped with Pressure regulator / 
Moisture trap / Gauge set

•
•
•
•
•
•
•

Motor: 1/8 HP AC
Automatic type
Preset 40psi on/60psi off
Airflow: 12~16 lpm
Weight: 3.2 kgs / 7 lbs
Size: L24 x W14.5 x H17 cm
Equipped With Pressure regulator /
Moisture trap / Gauge set

•
•
•
•
•
•
•

AC-101
/ar/

Motor: 1/8 HP AC
Airflow: 12~16 lpm
Preset Max. Pressure: 80psi
Weight: 3.5 kgs / 7.7 lbs
Size: L26.5 x W14.5 x H17 cm
Equipped with Moisture trap / 
Pressure gauge
Pressure adjustable

•
•
•
•
•
•

•

TC-501/g/

Motor: 1/6 HP AC
Airflow: 23~26 lpm
Preset Max. Pressure: 80psi
Weight: 3.6 kgs / 7.9 lbs
Size: L25 x W14 x H17 cm
Equipped with Pressure gauge, 
Pump needle, Tire valve
Pressure adjustable

•
•
•
•
•
•

•

Motor: 1/4 HP AC
Automatic type
Preset 40psi on/60psi off
Airflow: 40~45 lpm
Weight: 8.6 kgs / 18.9 lbs
Size: L29 x W14 x H26 cm
Equipped with Moisture trap, 
Air Gun Holder
Pressure adjustable

•
•
•
•
•
•
•

•

Motor: 1/8 HP AC
Automatic type
Preset 40psi on/60psi off
Airflow: 12~16 lpm
Weight: 3.3 kgs / 7.3 lbs

•
•
•
•
•

•
•

TC-501/asr/

TC-501H

TC-2000H

TC-2000
Motor: 1/6 HP AC
Automatic type
Preset 40psi on/60psi off
Airflow: 23~25 lpm
Weight: 4.8 kgs / 10.6 lbs

Size: L26 x W15 x H17 cm
Equipped with Pressure regulator /
Moisture trap / Gauge set,
2 way airbrush hanger / 
Moisture trap plate

•
•
•
•
•

•
•

TC-501/ac/

Motor: 1/6 HP AC
Automatic type
Preset 40psi on/60psi off
Airflow: 23~25 lpm
Weight: 8 kgs / 17.6 lbs
Air tank: 
2.5 liters, With Gauge
Size:L29.5 x W29 x H24 cm
Equipped with Pressure regulator /
Moisture trap / Gauge set 

•
•
•
•
•
•

•
•

AC-500
Motor: 1/6 HP AC
Automatic type
Preset 40psi on/60psi off
Airflow: 23~26 lpm
Weight: 7.1 kgs / 15.6 lbs
Air tank: 2.5 liters
Size: L27 x W16 x H37 cm
Equipped with 
Pressure regulator / 
Moisture trap / Gauge set

•
•
•
•
•
•
•
•

TC-610H

Motor: 1/6 HP AC
Automatic type
Preset 40psi on /
           60psi off
Airflow: 23~25 lpm
Weight: 12 kgs / 
             26.4 lbs
Air tank: 3.5 liters, 
               With Gauge
Size: L41.5 x 
        W17.5 x 
         H38.5 cm
Equipped with 
Pressure regulator / 
Moisture trap / 
Gauge set

•
•
•

•
•

•

•

•

TC-620

Motor: 1/4 HP AC
Automatic type
Preset 60psi on/80psi off
Airflow: 46~48 lpm
Weight: 15 kgs / 33 lbs
Air tank: 5.5 liters, With Gauge

•
•
•
•
•
•

Size: L37 x W33.5 x H31.5 cm
Equipped with 
Pressure regulator / Moisture trap / 
Gauge set, 2 Airbrush holders
Could be used for four airbrushes

•
•

•
Size: L25 x W14 x H17 cm
Equipped with Pressure regulator /
Moisture trap / Gauge set, 
Airbrush holder, Moisture trap plate

TC-501H/x2/

SC-2010

Oil Lubricated Silent Compressor

TC-63/tc/

Great for Tanning

Accessory Options

D.

A.B.

C.

Charger Power adaptor

Rechargeable battery set Carrying bag

/i/= indoor use ,  /o/= outdoor use

Motor: 1/6 HP AC x2
Automatic type
Preset 40psi on/60psi off
Airflow: 46~50 lpm
Weight: 9.5 kgs / 20.9 lbs
Size:
L26.5 x W26.5 x H22.5 cm
Equipped with Air gun holder

•
•
•
•
•
•

•

Motor: 1/3 HP AC
Automatic type
Preset 90psi on/120psi off
Airflow: 28~30 lpm
Weight: 22.5 kgs / 49.6 lbs (dry)

•
•
•
•
•

Air tank:5.5 liters, With Gauge
Size:L48.2 x W32.2 x H36 cm
Equipped with 
Pressure regulator / Moisture trap /
Gauge set

•
•
•

Professional Series

Airtank system

New Design

WORLD CLASS 
COMPRESSOR & VACUUM PUMP

MANUFACTURER

S U P E R I O R  Q U A L I T Y  /  U L T I M A T E  C H O I C E

info@sparmax.com.tw

www.sparmax.com.tw

Export Dept:

Room 4B-02 & 03, Taipei World Trade Center 4Fl. 
#5, Section 5, Hsin-Yi Road, Taipei, Taiwan 11011 

Fax:+886-2-2345-3162

Tel:+886-2-2345-1868

Ding Hwa Co.,Ltd.

SINCE 1978

We have our own R&D Dept., 
and possess multinational patents

Professional Beauty Compressors

Vacuum Pumps

Airbrushing System:  Compressor / Airbrush / Colors

Tank size available: 
650c.c.,2.5L,3.5L,5.3L
Pressure regulator
Automatic on/off switch
Drain valve
Pressure Gauge
Weight: 0.9 kgs / 2 lbs
(650c.c. Tank)
Size: L15.5 x W10 x H16.5 cm
(650c.c. Tank)

•

•
•
•
•
•

•

Motor: 1/8 HP AC
Automatic type
Preset 40psi on/60psi off
Airflow: 12~16 lpm
Compressor Air Tank: 
650 c.c., With Gauge
Weight: 7.3 kgs / 16.1 lbs
Size: L33 x W26 x H23.5 cm
Equipped with Pressure regulator / Moisture trap / 
Gauge set, 2 way airbrush hanger
Braided Air Hose
Rack for 5 color bottles (30 ml)

•
•
•
•
•

•
•
•

•
•

Motor: 1/6 HP AC   • Airflow: 23~25 lpm
Automatic type       • Preset 40psi on/60psi off
Compressor Air Tank size: 2.5 liters, With Gauge
Hose: PU(straight),Braided,PU(curly)
Weight: 12.2 kgs / 26.8 lbs
Suitcase size: L38 x W31 x H66 cm
(2 layer cabinets, with retractable suitcase handle)
Equipped with Pressure regulator / Moisture trap / 
Gauge set, Air gun holder, Airbrush hanger

•
•
•
•
•
•

•

AC-500/mb/

Airflow: 44 lpm
Amps: 26A(12V) / 12A(24V)
Preset Max. Pressure: 100 psi
Weight: 4.2 kgs / 9.2 lbs
Motor Speed: 3600 rpm (12V/24V)
Size: L19.5 x W13 x H19.5 cm

•
•
•
•
•
•

DC-63 12V/24V
Airflow: 44 lpm
Amps: 
26A(12V) / 12A(24V)
Preset Max. Pressure: 
100 psi
Weight: 12 kgs / 26.4 lbs
Motor Speed: 
3600 rpm (12V/24V)
Air tank: 5.5 liters, 
With Gauge
Size: 
L35 x W17.5 x H36.5 cm
Battery clip set

•
•

•

•
•

•

•

•

DC-630 12V/24V

TC-501/ast/

Case size: L28 x W23 x H19 cm
Case weight: 3.8 kgs / 8.4 lbs
Compressor Options: DC-25 / AC-55
Color Options: 
Acrylic color set (Water based) /
Foundation color set (Silicone based)

• Compressor, Airbrush, Case and Colors can be selected by preference

• With AC-55 • With DC-25

•
•
•
•

MAKE-UP CASE
Case size: L41 x W30 x H15 cm
Case weight: 3.8 kgs / 8.4 lbs
Compressor Options: 
DC-25 
Color Options: 
Acrylic color set 
(Water based) /
Foundation color set 
(Silicone based)

•
•
•

•

BRIEFCASE

Motor: 1/8 HP AC
Airflow: 20~22 lpm
Vacuum: 675 mmHg
Weight: 3.6 kgs / 7.9 lbs
Size: L28 x W14 x H17 cm
Equipped with Vacuum gauge / 
Filter, Vacuum adjustable

•
•
•
•
•
•

TC-501/v/
Motor: 1/6 HP AC
Airflow: 25~31 lpm
Vacuum: 650 mmHg
Weight: 5.2 kgs / 11.4 lbs
Size: L28 x W14 x H22 cm
Equipped with Vacuum gauge / 
Filter, Vacuum adjustable

•
•
•
•
•
•

TC-501/vc/

Motor: 1/6 HP AC
Airflow: 32~38 lpm
Vacuum: 675 mmHg
Weight: 4.9 kgs / 10.8 lbs
Size: L20 x W15 x H16 cm
Equipped with Vacuum gauge / 
Filter, Vacuum adjustable

•
•
•
•
•
•

TC-2000/vm/
Motor: 1/4 HP AC
Airflow: 53~58 lpm
Vacuum: 650 mmHg
Weight: 8.5 kgs / 18.7 lbs
Size: L34.5 x W18 x H20 cm
Equipped with Vacuum gauge / 
Filter, Vacuum adjustable

•
•
•
•
•
•

TC-63/vd/
Motor: 1/4 HP AC
Airflow: 53~58 lpm
Vacuum: 650 mmHg
Weight: 5.9 kgs / 13 lbs
Size: L30.5 x W16 x H20 cm
Equipped with Vacuum gauge / 
Filter, Vacuum adjustable

•
•
•
•
•
•

TC-63 /vm4/

Motor: 1/8 HP AC
Airflow: 20~22 lpm
Vacuum: 675 mmHg
Weight: 3.6 kgs / 7.9 lbs
Size: L33.5 x W16 x H21 cm
Equipped with Vacuum gauge, 
Vacuum adjustable

•
•
•
•
•
•

VC-701

Diaphragm type
Motor: 1/8 HP AC
Airflow: 38~42 lpm
Vacuum: 550 mmHg
Weight: 5.6 kgs / 12.3 lbs
Size: L26 x W34 x H19.5 cm
Equipped with Vacuum gauge, 
Vacuum adjustable

•
•
•
•
•
•
•

AS-1001/c/
Motor: 1/8 HP AC
Airflow: 12~16 lpm
Vacuum: 650 mmHg
Weight: 6.8 kgs / 15 lbs
Size: L30.5 x W16.5 x H23 cm
Equipped with Vacuum gauge / 
Filter, Vacuum adjustable
Suction and release time adjustable

─  OEM / ODM  CUSTOMIZED PRODUCTS UPON REQUEST  ─

•
•
•
•
•
•

•

Diaphragm type
Motor: 1/8 HP AC
Airflow: 38~42 lpm
Vacuum: 550 mmHg
Weight: 3.9 kgs / 8.6 lbs
Size: L33.5 x W16 x H21.5 cm
Equipped with Vacuum gauge, 
Vacuum adjustable

•
•
•
•
•
•
•

AS-1001

/aspirator/

TC-501/va/

Others
DC Motor

Motor working output(W):
11A (12V/24V-3600 rpm)
 4.5A (12V/24V-2000 rpm)
Airflow: 23 lpm - 3600 rpm
             12 lpm - 2000 rpm
Preset Max. Pressure: 80 psi
Weight: 2.9 kgs / 6.4 lbs
Size: L21 x W14 x H17 cm
Cigarette lighter plug 
Battery clip set

•

•

•
•
•
•
•

DC-100 12V/24V



AIRBRUSHES

Nozzle size: 0.3mm
Gravity feed fluid cup: 7c.c. 

•
•

MAX-3

SCP-700
Equipped with Airbrush hanger & 700 c.c. plastic container
Special features: 1.Easy to clean.  2.Easy to change filter.

•
•

Nozzle size: 0.25mm
Gravity feed slotted cavity: 0.5c.c. 
Preset color flow control

DH-101
•
•
•

Nozzle size: 0.25mm
Gravity feed slotted cavity: 0.5c.c. 

•
•

DH-1

DH-102
Nozzle size: 0.25mm
Gravity feed fluid cup: 2c.c. 
Preset color flow control

•
•
•

DH-2
•
•

Nozzle size: 0.25mm
Gravity feed fluid cup: 2c.c. 

DH-125
•
•

•

Nozzle size: 0.5mm
Detachable side feed:    
  7c.c. metal cup, 
22c.c. glass bottle,
80c.c. plastic bottle.
(22c.c. & 80c.c. 
metal tube cap
interchangeable)
Preset color flow control 

CLEANING POT SB-88 SPRAY BOOTH

•
•
•
•
•

H.V.L.P. Air Gun
Nozzle size: 0.5 mm
Gravity feed fluid cup: 125c.c.
Spray gun trigger design
Adaptor: 1/8 PS * 1/4 PS

DH-810

Nozzle size: 0.3mm
Gravity feed fluid cup: 7c.c. 

•
•

DH-3

MAX-2
Nozzle size: 0.25mm
Gravity feed fluid cup: 2c.c. 

•
•

Nozzle size: 0.3mm
Gravity feed fluid cup: 7c.c. 
Preset color flow control

•
•
•

DH-103

Nozzle size: 0.5mm
Gravity feed fluid cup: 2c.c. 
Screw on type 125c.c.fluid cup
Spray gun trigger design
Preset color flow control

•
•
•
•
•

DH-825

•
•
•

Nozzle size: 0.35mm
Side feed fluid cup: 7c.c. 
Preset color flow control 

DH-115

Nozzle size: 0.8mm
Bottom feed: 
22c.c. glass bottle, 80c.c. plastic bottle
(plastic tube cap interchangeable)
Adaptor: 1/8 PS * Ø5xP0.45

•
•

•

DH-201

Nozzle size: 0.35mm
Gravity feed fluid cup: 2c.c. 

• SP-35b

• SP-35c (Pre-set color flow control)

• Pre-set color flow control

• Pre-set color flow control

•
•

SP-35b SP-35c

CUT-OFF HANDLE

SP-35
Nozzle size: 0.35mm
Gravity-feed fluid cup: 2c.c. 

•
•

Nozzle size: 0.5mm
Insert type: 22c.c. glass bottle
Accessories: 
1 Hose 
2 Aircan Valve 
3 Adaptor

•
•
•

PA-100

WITH EXHAUST FAN&PIPE
• Booth Size: L52.3 x W40.3 x H31.6 cm
• Net Weight: 5.5 kgs
• Airflow: 62-68 CFM
• Noise Level: 62 dB

Three options of 
installation 
directions
to accomodate
individual needs.

Direction adjustable Pipe
•
•

Nozzle size: 0.4mm
Screw on type 22c.c. glass bottle

DH-150

Nozzle size: 0.2mm
Gravity feed fluid cup: 2c.c. 

•
•

SP-20

•
•

•

Nozzle size: 0.5mm 
Bottom feed: 
22c.c. glass bottle, 
80c.c. plastic bottle
(metal tube cap interchangeable)
Preset color flow control

SP-575

•
•
•

•
•

Nozzle size: 0.35mm / 0.5mm / 0.7mm
Side feed fluid cup: 7c.c. , 15c.c.
80c.c. siphon plastic bottle 
available for GP-70 only
Spray gun trigger design
Preset color flow control

GP-35 GP-50 GP-70

Patterns for Air cap

Fan Round

• Fan patterned air cap
Fan

AIRBRUSHES AND MATCHING USES

Fine Art

Illustration

Automotive

Nail Art

Body Art

Tanning

Craft

T-SHIRT
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AIRBRUSHES SP-20
SP-35
SP-35b
SP-35c

MAX-2
MAX-3

DH-1
DH-101

DH-2
DH-102

DH-3
DH-103
DH-115

DH-150 DH-125SP-575 GP-35 GP-50 GP-70DH-825DH-810DH-201 PA-100

Cosmetic 
Makeup

Model 

Cake 
Decoration

Good AcceptableExcellent

WORLD CLASS 
AIRBRUSHING SYSTEM

MANUFACTURER

S U P E R I O R  Q U A L I T Y  /  U L T I M A T E  C H O I C E

SPARMAX® d e d i c a t e s  i n  d e v e l o p i n g  t h e  
industry's most sophisticated Airbrushing tools.

With our continuous innovations and product
improvements, SPARMAX® is among the best
quality Airbrushing System manufacturers.

Combined with our excellent assortment of air 
compressors, our various airbrush models  meet 
the requirements for
different applications.

info@sparmax.com.tw
www.sparmax.com.tw

Export Dept:
Room 4B-02 & 03, Taipei World Trade Center 4Fl. 
#5, Section 5, Hsin-Yi Road, Taipei, Taiwan 11011 

Fax:+886-2-2345-3162
Tel:+886-2-2345-1868

Ding Hwa Co.,Ltd.

SINCE 1978

MOISTURE TRAPS & PRESSURE REGULATORS

AIRBRUSH HANGERS

PRESSURE GAUGES

ADAPTORS
Airbrush Adaptors Bleed Valves

Quick Disconnects

HOSES

ACCESSORIES

1PRG8
adaptor: 
in 1/8PS 
out 1/8PS

1PRG4
adaptor: 
in 1/8PS 
out 1/4PS

2SPRG8
adaptor: 
in 1/8PS 
out 1/8PS

2SPRG4
adaptor: 
in 1/8PS 
out 1/4PS

1SPRG8
adaptor: 
in 1/8PS 
out 1/8PS

1SPRG4
adaptor: 
in 1/8PS 
out 1/4PS

MTB8
adaptor: 
in 1/8PS 
out 1/8PS

MTB4
adaptor: 
in 1/8PS 
out 1/4PS

MFB8
adaptor: 
in 1/8PS 
out 1/8PS

MFB4
adaptor: 
in 1/8PS 
out 1/4PS

MF8
adaptor: 
in 1/8PS 
out 1/8PS

MF4
adaptor: 
in 1/8PS 
out 1/4PS

MFG8
adaptor: 
in 1/8PS 
out 1/8PS

MFG4
adaptor: 
in 1/8PS 
out 1/4PS

H2O H3BI H4OI H4BB H4BI

3-PG01-001-A 3-PG01-002-A 3-PG01-003-A

3-PG01-005-A 3-PG01-006-A

3-PG02-001-A

3-PG02-002-B

3-PG02-004-A

3-PG02-006-A

outside diameter: 1.5" X 1/8PT
0~0.6 Mpa

outside diameter: 1.5" X 1/8PT
0~7 kg/cm² , 0~100 psi

outside diameter: 1.5" X 1/8PT
0~7 kg/cm² , 0~100 psi

outside diameter: 1.5" X 1/8PT
0~760 mmHg , 0~100 kpa

outside diameter: 1.5" X 1/8PT
0~2 kg/cm² , 0~30 psi 
0~2 kpax X 100

outside diameter: 1.5" X 1/8PT
0~2 kg/cm2 , 0~30 psi 
0~2 kpax X 100

outside diameter: 1" X 1/8PT
0~4 kg/cm² , 0~60 psi

outside diameter: 1" X 1/8PT
0~0.6Mpa outside diameter: 1.5" X 1/8PT

0~760 mmHg , 0~100 kpa
FOR VACUUM PUMPS FOR VACUUM PUMPS

M5XP0.45 For DC-251/8 PS

PU Curly 4X6

Braided 4X6

PU Straight 2X4

1/4 NPS

for Aircan

EC16-018-A

EC16-017-A

EC16-020-A

EC16-019-A
1 TO 5A8

1 TO 2+3A8

EC05-001-A

GPP57-01-001-AEC01-001-A

SC05-001-A

EC07-006-ASC05-003-A
CT01-001-A
CT01-002-A

SC03-001-A
SC02-001-A

SC01-001-A

For AC-55

LengthAdaptor spec.Material Bom#I.D/O.D size

Male

Male

Male

1/8 PT(Male) * 1/8 PT

1/8 PT * 5/16" 1/8 PT * 1/8 PS

1/8 PT * 1/4 PS Nozzle Repair Tool1/4 PT * 5/16"

SC03-004-A
1/4 PT(Male) * 1/8 PT

1-5 Manifold, 1/8 PS
1 TO 5A4

1-5 Manifold, 1/4 PS

1 TO 3A8
1-3 Manifold, 1/8 PS

1 TO 3A4
1-3 Manifold, 1/4 PS

1 TO 2A8
1-2 Manifold, 1/8 PS

1 TO 2A4
1-2 Manifold, 1/4 PS

1/8 PT(Male) * 1/8 PT * 1/8 PT
SC01-002-A

1/8 PS(Male) * 1/4 PT * 1/8 PT
SC01-008-A

1/4 PS(Male) * 1/8 PS * 1/4 PS

1/8 PT * 1/8 PT * 
1/8 PT * 1/8 PT

4 way connector

Female
Female

COLOR

Female

for AC-55for Airbrush for Moisture trap

1/4 PS

1/4 PS

1/8 PS

1/8 PS1/8 PS

1/8 PS

cap

1/8 PS

1/4 PS

1-3 Manifold / Air Control Valve Set, 1/4 PS

1-3 Manifold / Air Control Valve Set, 1/8 PS

1-5 Manifold / Air Control Valve Set, 1/4 PS

Series Adaptor, 1/8 PS

1-5 Manifold / Air Control Valve Set, 1/8 PS

MORE ADAPTORS AVAILABLE...

1/4 PS

1/8 PS

M4xP0.7
1/4''xP40
Ø5xP0.45

1/8 PS

Adaptors / Manifolds

CT02-004-A
CT02-005-A
CT02-006-A

CT03-001-A

CT09-001-A CT09-002-A
Male Female Socket

Air Control Valve Set

Female Socket Female Socket

1/8 PS1/8 PS

1/8 PS

1/8 PS

5MM

1/8 PS

1/8 PS

1/8 PS

1/4 PT1/4 PS

CT09-001-A

PR12-001-A PR12-002-A PR07-002-A
PR06-001-A
PR06-002-A

CT09-008-A
Male

SC06-003-ASC05-004-A

Adaptor spec

Material

3 way connector
SC01-004-B

1/4 PS * 1/8 PS * 1/8 PS
SC01-005-A

1/8 PS * 1/8 PS * 1/8 PS

3 way connector

Female Socket 3-HE01-001-A
3-HE01-002-A
3-HE01-003-A
3-HE01-004-A
3-HE02-001-A
3-HE02-002-A
3-HE02-003-A
3-HE02-006-A
3-HE02-004-A
3-HE02-011-A
3-HE03-001-A
3-HE09-005-A
3-HE09-006-A
3-HE09-013-A
3-HE09-014-A

PU Straight
PU Straight
PU Straight
PU Straight
PU Curly
PU Curly
PU Curly
PU Curly
PU Curly
PU Curly
PU Curly
Braided
Braided
Braided
Braided

2 x 4
2 x 4
2 x 4
2 x 3.3
2 x 4
2 x 4
4 x 6
4 x 6
4 x 6
4 x 6
5 x 8
4.2 x 7
4.2 x 7
4.2 x 7
4.2 x 7

1/8 x 1/8
1/8 x 1/8
1/8 x 1/4NPS
M5 x P0.45
1/8 x 1/8
1/8 x 1/4NPS
1/8 x 1/8
1/8 x 1/8
1/8 x 1/4NPS
1/8 x 1/8(Plastic)

1/8 x 1/4
1/8 x 1/8
1/8 x 
1/4 x 

2M
3M
3M
1.8M
4M
4M
4M
6M
4M
4M
3M
3M
3M
3M
3M

Female 
Socket
Female 
Socket


